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VERSACUT® & VERSALIFT® 
COMPACT LIFTING STATIONS

NEW
Versatile solutions for wastewater and sewage disposal  
Made in Germany



TWO SOLUTIONS – ONE GOAL: 
EFFICIENT DRAINAGE

Our compact lifting stations ensure 
reliable drainage below the backflow 
level. They are used wherever 
wastewater cannot be discharged by 
natural gravity – for example in retrofit 
projects, refurbishments or  
new buildings. 
The compact VersaCut® and VersaLift® 
systems combine robust technology, 
flexible installation options and 
straightforward installation, making 
them suitable for a wide range of 
domestic applications. 

VersaCut® is designed for pumping 
wastewater containing faecal matter. 
The system can be connected directly 
to a toilet or integrated into pre-wall 
installations. A powerful cutting 
system made of corrosion-resistant 
stainless steel and its compact design 
allow installation even where space  
is limited – ideal for basement 
bathrooms or sanitary rooms below  
the backflow level. 

VersaLift® is suitable for pumping 
faeces-free wastewater from showers, 
washing machines or washbasins. 
Floor-mounted installation in frost-
protected rooms allows flexible 
integration into various building 
situations. Thanks to its plug-and-
play design and service-friendly 
construction, the system provides 
a reliable and efficient solution for 
domestic drainage applications.
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VersaCut® & VersaLift® – compact, versatile and reliable.

Qualität Made in Germany

Z E H N D E R  P U M P E N  G M B H 

2



Our faecal lifting station VersaCut® ensures reliable  
drainage below the backflow level and complies with  
DIN EN 12050-3. It is used wherever toilets, showers 
or wash facilities are installed in lower-level rooms – for 
example in basement bathrooms, basement apartments 
or refurbishment projects. 
 
Thanks to its compact design, low inlet height and 
multiple connection options, VersaCut® can be flexibly 
integrated into a wide variety of installation situations. 

 

The durable stainless steel cutting system reliably  
macerates solids and ensures safe wastewater pumping.  
An integrated non-return valve provides additional  
backflow protection and increases operational safety.

Flexible installation options

VersaCut® can be installed behind floor-standing toilets or 
within pre-wall systems for wall-hung toilets. Its compact 
dimensions make it ideal for narrow niches or retrofit 
installations. 
 

Multiple inlets – optionally side, front or top-mounted – 
allow connection of additional sanitary fixtures such as 
showers, bidets or washbasins. This enables a complete 
sanitary solution using a single unit, without extensive 
structural modifications.

Pre-wall installation  
or direct connection?
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VERSACUT IN DETAIL

Discharge outlet DN 40 with integrated non-return valve 

Ball check valve 

Pressure hose with flushing device 

Inlet DN 40 with non-return valve 

Coupling system 

Pump, wet-installed 

Standpipe 

Control unit, IP 68 

Tank ventilation (alternatively via activated carbon filter) 

Inlet DN 40 (position selectable) 

Inlet DN 40 with non-return valve 

Cutting system 

Wastewater routing system

High-performance cutting system

VersaCut® guarantees maximum operational reliability – 
even when wet wipes or hygiene products are improperly 
disposed of via the toilet. The high-performance cutting 
system with two blades and nine openings processes solids 
precisely at up to 900 cutting actions per second. 
A minimal cutting gap of ≤ 0.06 mm ensures materials are 
cleanly cut rather than torn. 
 
Design features such as grooves in the cutting plate for 
clog-free operation, flow-optimised blades to reduce 
turbulence, and quiet operation without flow separation 
make the system particularly reliable and user-friendly. 
 
 
 

Manufactured from corrosion-resistant special steel 1.4112 
with a hardness of 55 HRC, the cutting system offers 
exceptional wear resistance and consistently high 
cutting performance. 
 
PERFORMANCE TESTED  
AND CONFIRMED: 
During LGA* 
testing, no cut 
material (including 
wet wipes) 
remained in the 
tank.
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Connection of wall-hung or 
floor-standing toilets via side or 
front inlet

Integrated alarm and potential-
free contact for easy integration 
into external systems

Low inlet height (50 mm) – ideal 
for flexible installation, especially in 
shower areas

Stainless steel cutting system 
for reliable maceration of faecal 
wastewater

Macerator in accordance with DIN EN 12050-3 for  
sanitary rooms below the backflow level.

COMPACT, POWERFUL,  
VERSATILE

Tool-free removal of  
pump unit for cleaning  
and maintenance

Protection class IP68 for 
safe operation even under 
demanding conditions

IP 68
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VersaCut®

Article number 24005

Discount group A

Weight (kg) 10,0

Electrical characteristics
Voltage (V) 230

Current (A) 2,3

Frequency (Hz) 50

Power input P1 (W) 500

Output power P2 (W) 370

Speed (rpm) 2.950

Protection class IP68

Power cable length (m) 1,5 

Insulation class F

Starting method direct

Motor protection Thermal winding protection

Motor cooling Jacket cooling

Materials
Impeller PP GF30

Motor seal Mechanical seal & shaft seal / carbon / ceramic / NBR

Tank ABS

Motor housing Stainless steel 1.4404

Pump housing PP GF30

Cutting system Stainless steel 1.4112

Hydraulic characteristics
Max. head (m) 7,0

Max. flow rate (m3/h) 7,0

Max. medium temperature (°C) 40

Medium temperature, short-term (°C) 60

Tank volume (l) 11

I/O control Pneumatic pump control

Discharge connection Variable 1¼ male thread / DN 20–32 connection via flexible 
adapter

Inlet connection Variable inlet connections: 2 × DN 85 (WC side/front) + 4 × DN 40 
(shower / washbasin / vent)
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Technical specifications
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Pumping performance

Dimensions and connections
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Hardness:

Project:

inlet
DN40

options:
- DN40 inlet (e.g. wash basin)
- vent with activated charcoal filter
- blind cover

18
0

410

50

inlet DN85
WC connection

18
0

inlet DN85
with blind cover
WC connection

205

50
inlet
DN40

80

vent:
- delivery condition
- flexible position

integrated
non-return flap

fastening with
clamp 25-40

for DN20 - 32

connection sleeve
for decoupling
the pressure pipe

pressure outlet:
- vertical & horizontal possible
- various connection dimensions
- swivelling

→

double threaded nipple
1 1 4 " external thread

with connection sleeve
or blind cover

straight or 
90° bend

blind cap
with clamp

blind cap
screwable

29
1

75

178

89

40
6

438

use of 
side inlets with 
DN40 sealing
sleeve

Use of
vertical inlets with
HT long sleeve DN40

70

2 variants for pressure line connection:

lock nut + sleeve

VersaCut® DN 32 DN 40

7 m 0 m 0 m

6 m 1 m 8 m

5 m 4 m 18 m

4 m 8 m 28 m

3 m 11 m 40 m

2 m 14 m 50 m

1 m 17  m 60 m

Valid for pipework DN 32 (1¼“) and DN 40 (1½“)
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EASY INSTALLATION AND  
MAINTENANCE

Easy maintenance

Installation example

No tools are required to remove the motor unit. Simply 
slide aside the tank cover and lift the pump and motor 
unit upwards out of the tank. The pump is connected to 
the discharge pipe via a coupling system inside the unit 
and can therefore be released easily.

All components required for installation are included, 
such as:

•	 Buoyancy protection
•	 DN 40 inlet spigots
•	 Variable discharge connection (straight & 90° elbow)
•	 Flexible adapters DN 20–32
•	 Seals, clamps and mounting accessories

Optional accessories include an audible alarm, signal light 
and moisture sensor.

Extensive accessories

Ventilation 
via roof

BACKFLOW LEVEL

Pre-wall installation

Inspection 
opening  
500/500
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Wastewater lifting stations such as VersaLift® open up 
new possibilities for the use of basement rooms and 
other areas below the backflow level. Designed for the 
reliable pumping of faeces-free wastewater (greywater) 
in accordance with DIN EN 12050-2, VersaLift® is ideally 
suited for connecting showers, washing machines, 
washbasins or kitchen units. 
Thanks to its compact design, low inlet height and 
exceptionally quiet operation, VersaLift® can be easily 
integrated into sensitive residential areas – for example 
behind pre-wall installations or within furniture (e.g. sink 

cabinets). 
The system is designed for above-floor installation in 
frost-protected rooms and requires no major structural 
modifications. It is equally suitable for retrofitted 
washrooms as well as for more demanding drainage 
tasks in the building connection area. At the same time, 
VersaLift® reliably protects against backflow and ensures 
safe, quiet operation over the long term. 

Flexible installation options

VersaLift® is available in two performance levels, allowing 
precise adaptation to different installation requirements. 
VersaLift® 500 stands out with a particularly high pumping 
head and flow rate, providing additional performance reserves 
for more demanding applications – while maintaining 
pleasantly quiet operation. 

VersaLift® 350, on the other hand, offers efficient performance 
in a compact design and is ideally suited for standard 
applications such as showers, washbasins or washing 
machines. Both variants share the same advantages in terms 
of flexible installation, low inlet height and a well-engineered 
design.

High performance in two variants
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VERSALIFT IN DETAIL

Discharge outlet DN 40 with integrated non-return valve

Ball check valve 

Pressure hose with flushing device 

Inlet DN 40 with non-return valve 

Coupling system 

Pump, wet-installed 

Standpipe 

Control unit, IP 68 

Tank ventilation (alternatively via activated carbon filter) 

Washing machine inlet / inlet DN 40 (position selectable) 

Inlet DN 40 with non-return valve 

Strainer with 10 mm solids passage
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Low inlet height (50 mm) for 
flexible installation positions, 
e.g. in shower areas.

Integrated alarm and  
potential-free contact  
for easy integration into  
external systems.

Space-saving design for  
installation behind pre-wall 
systems or within furniture – 
ideal for confined installation 
conditions.

Exceptionally quiet operation 
– ideal for use in living areas or 
basement apartments.

The pump unit can be  
removed without tools for 
cleaning or maintenance.

Protection class IP68 for safe 
operation even under deman-
ding environmental conditions.

IP 68

Wastewater lifting stations in accordance with DIN EN 12050-2  
for the connection of, for example, showers, washing machines 
and washbasins.

VERSATILE, COMPACT  
AND QUIET

Z E H N D E R  P U M P E N  G M B H 
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VersaLift 350 500

Article number 24272 24006

Discount group A A

Weight (kg) 6,5 9,1

Electrical characteristics
Voltage (V) 230 230

Current (A) 1,63 3,0

Frequency (Hz) 50 50

Power input P1 (W) 350 680

Output power P2 (W) 230 510

Speed (rpm) 2.950 2.950

Protection class IP68 IP68

Power cable length (m) 1,5 1,5 

Insulation class B B

Starting method Direct Direct

Motor protection Thermal winding protection Thermal winding protection

Motor cooling Jacket cooling Jacket cooling

Materials
Impeller PP GF30 PP GF30

Motor seal Mechanical seal & shaft seal / 
carbon / ceramic / NBR

Mechanical seal & shaft seal / 
carbon / ceramic / NBR

Tank ABS ABS

Motor housing Stainless steel 1.4404 Stainless steel 1.4404

Pump housing PP GF30 PP GF30

Hydraulic characteristics
Max. head (m) 6,0 10,2

Max. flow rate (m3/h) 7,0 9,5

Max. medium temperature (°C) 40 40

Medium temperature,  
short-term (°C) 90 (< 2 min) 90 (< 2 min)

Tank volume (l) 11 11

I/O control Pneumatic pump control Pneumatic pump control

Discharge connection
Variable 1 ¼“ AG /  
DN 20 - 32 connection via  
flexible adapter

Variable 1 ¼“ AG / 
DN 20 - 32 connection via  
flexible adapter

Inlet connection Variable 4 x DN 40 /  
3× DN 40 + Ø 19 mm (WM)

Variable 4 x DN 40 / 
3× DN 40 + Ø 19 mm (WM)
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Technische Daten

Characteristics

0

10

8 Q [m3 ⁄ h]

H [m]

10

4

6

8

2

0
4

1 VersaLift 350
2 VersaLift 500

2

1

2 6

Z E H N D E R  P U M P E N  G M B H 

1 2

G M B H 



Pumping performance

Abmessungen und Anschlüsse

VersaLift® 350 DN 32 DN 40

6 m 0 m 0 m

5 m 1 m 9 m

4 m 4 m 20 m

3 m 8 m 30 m

2 m 11 m 40 m

1 m 14 m 50 m

Valid for pipework DN 32 (1¼“) and DN 40 (1½“)

VersaLift® 500 DN 32 DN 40

9 m 0 m 4 m

8 m 1 m 9 m

7 m 3 m 15 m

6 m 5 m 21 m

5 m 7 m 27 m

4 m 8 m 33 m

3 m 10 m 39 m

2 m 12 m 45 m

1 m 14  m 50 m

Valid for pipework DN 32 (1¼“) and DN 40 (1½“)
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EASY INSTALLATION  
AND MAINTENANCE
Installation example

Easy maintenance

No tools are required to remove the motor unit. Simply 
slide the tank cover aside and lift the pump and motor 
unit upwards out of the tank. The pump is connected to 
the discharge pipe via a coupling system inside the unit 
and can therefore be released easily.

All components required for installation are included  
in the scope of delivery: 

•	 Buoyancy protection
•	 Washing machine connection Ø 19 mm
•	 Inlet spigot DN 40
•	 Discharge spigot M33 (straight + 90° elbow)
•	 Flexible adapter for pipe connections DN 20–32
•	 HT long socket DN 40
•	 Double threaded nipple 1¼“ male thread
•	 Safety nut with integrated non-return valve
•	 Flat rubber gaskets and sealing sleeves
•	 Hose clamps in various sizes
•	 Small parts and mounting materials
•	 Special tool, stickers and grease sachet 

As optional accessories, an audible alarm, a signal light 
and a moisture sensor are also available.

Extensive accessories

Ventilation 
via roof

BACKFLOW LEVEL

Pre-wall installation

Inspection 
opening  
500/500
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DRAINAGE SOLUTI-
ONS FOR EVERY  
REQUIREMENT
In addition to compact lifting stations, the product range also includes large lifting 
stations for use in single- and multi-family homes as well as in commercial  
applications, complemented by special designs for individual project requirements.

Consulting & Service

Our customer service team is happy 
to assist with planning, product  
selection and technical questions.

Contact:
+49 3774 52-193 

angebot@zehnder-pumpen.de

www.zehnder-pumpen.de/versa

Export Sales Manageri
Melanie Hänsel

Contact:

+49 3774 52-193 

melanie.haensel 
@zehnder-pumpen.de
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As of 09/2026Disclaimer: The technical information contained in this document reflects the current state at the time of publication. Changes resulting from technical 
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Germany
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